
Modern barn door track 
For wood and glass doors 
Up to 143 lb door weight

lite
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BOXtrack lite
Modern barn doors for everyone

Simple, elegant and durable 
The BOXtrack lite is a modern take on barn door hardware. Its clean and simple design comple-
ments any contemporary interior. With either the matte black anodized or the stainless steel look 
finish, it will be bring a touch of elegance into any room. Combine it with any wood door (1“ to 1 
³/₄“ thick) or ³/₈“ framless glass door to match your taste.

With the integrated distance profile you will not have to worry about clearance for your baseboard 
or trim. Hand painted wood backing to increase the clearance between door and wall are a matter 
of the past. 

The premium aluminum track and ball bearing wheels ensure smooth and quiet sliding and un-
matched longevity. With the added Soft-Stop feature, you will experience the most quiet and com-
fortable barn door. This feature allows the door to come to a slow and controlled stop at both ends 
of the track.

Glass

Wood
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Scope of delivery
One set with everything you need

Every BOXtrack lite comes with 
color-matching cup pulls 
They have adhesive for glass 
and wood doors preapplied 
and thanks to the stencil, they 
are perfectly aligned and in-
stalled in next to no time.

Ball bearing wheels are a 
must-have for any barn door 
solution. With their specifically 
engineered wheels, these car-
riages are durable, yet quiet 
and smooth.

Providing a clean finish to the 
track with an enclosed look, 
the color-matched end caps 
are placed on both ends of the 
track after hanging the door. 
They are easily removable for 
maintanance.	

The sturdy wood door mounts 
are fixed to the top of the door 
with screws. After that, the 
door can easily be hung and 
secured with nuts. 

Soft-Open and Soft-Close 
elevates every sliding door. 
Just push or pull the door eit-
her way, this accessory will 
take care of catching the door 
and slowly pulling it to its final 
position.

Aluminum tracks offer many 
advantages compared to steel 
options. They are inherent-
ly more quiet to use and after 
anodizing, the track and valan-
ce have a decorative, durable 
and corrosion resistant finish.

A full set for wood and frame-
less glass doors needs floor 
guides. The wood floor guide  
will disappear after inatallati-
on, as it sits in a routed groove 
while the glass floor guide will 
match the tracks finish.

Frameless glass can be very 
easy to mount. With high-fric-
tion inserts, the glass clamps 
of the BOXtrack lite are desi-
gned to be mounted without 
any drilling of the glass.
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Technical Features
Barn door hardware BOXtrack lite - Wood doors

The anodized aluminum track is available in two be-
atiful finishes: stainless steel look (C31) or mat-
te black (C35). Complete with matching end caps and 
a set of cup pulls, the BOXtrack lite is ready to use.

- Load capacity: 143 lb
 
- Track length: 78-3/4“ (2000 mm)
 
- Ball bearing carriages ensure smooth and
  quiet operation.
 
- The design of track and wheels prevents jumping 
  or lifting of the door. 

- Easily adjustable door stops for optimal 
  positioning of the door. 
 
- Pre-drilled track for quick wall mounting.

With the included wood door mounts, it is a 
breeze to install any door with any decor. Once 
the door is hung, it is leveled with the hanger 
screws and the door stops are positioned and 
the valance can be clicked in place.  It creates a 
clean appearance, hiding away the door stops, 
mounting hardware and optional Soft-Close 
units.

- Compatible wood door thickness: 1“ - 1 ³/₄“ 
 

The included concealed floor guide keeps the 
door stable at all times (requires routing of a 
channel on the bottom of the door). 
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Technical Features
Barn door hardware BOXtrack lite - Frameless glass doors

The anodized aluminum track is available in two be-
atiful finishes: stainless steel look (C31) or mat-
te black (C35). Complete with matching end caps and 
a set of cup pulls, the BOXtrack lite is ready to use.

- Load capacity: 143 lb
 
- Track length: 78-3/4“ (2000 mm)
 
- Ball bearing carriages ensure smooth and
  quiet operation.
 
- The design of track and wheels prevents jumping 
  or lifting of the door. 

- Easily adjustable door stops for optimal 
  positioning of the door. 
 
- Pre-drilled track for quick wall mounting.

With the included glass clamps, installing fra-
meless glass becomes a breeze. Once the door 
is hung, it is leveled with the hanger screws and 
the door stops are positioned,  the valance can 
be clicked in place.  It creates a clean appearan-
ce, hiding away the door stops, mounting hard-
ware and optional Soft-Close units.

- Compatible frameless glass thickness: ³/₈“ 
 

The included floor guide matches the finish of 
the track. With its felt inserts, it will keep the door 
both stable and sliding both smoothly everytime.
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TECHNICAL SPECIFICATIONS

WOOD DOORS
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Finish

black anodized

   Door thickness:   1“ to 1-3/4“ wood, 3/8“ frameless glass
   Load capacity:     143 lb
   Set includes:        Extruded aluminum track and valance, end caps, ball bearing carriages, 
                                mounting hardware for wood and frameless glass panels, floor guides for both                        
                                applications, Soft Close units, glue-on pull cups with matching finish

Dimensions And Drawings
Measurements for wood and frameless glass doors

Wood Doors Frameless  
Glass Doors
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TECHNICAL SPECIFICATIONS
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Finish

black anodized

   Door thickness:   1“ to 1-3/4“ wood, 3/8“ frameless glass
   Load capacity:     143 lb
   Set includes:        Extruded aluminum track and valance, end caps, ball bearing carriages, 
                                mounting hardware for wood and frameless glass panels, floor guides for both                        
                                applications, Soft Close units, glue-on pull cups with matching finish

Make  
some notes
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A brand of Bartels USA, Inc. 
 
1901 Tigertail Blvd, Dania Beach, FL 33004 
PH: 786-791-8557 
E: sales@falkenstein-doors.com


